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    New Zealand Decorative Concrete Supplies 

 is a private  company, 100% New Zealand owned and operated,  providing the highest  

quality products and service in the decorative concrete industry! 

MANUFACTURERS AND SUPPLIERS OF  

BLACK AND COLOURED IRON OXIDES 

POWDER 

GRANULAR 

LIQUID COLOUR 

 

FLOOR COATINGS 

OVERLAY 

CEMCOTE 

COLOUR HARDENER 

CHEMICAL STAIN 

MICRO TOPPING 

 

WALL COATINGS 

CEMPAINT 

MICRO COLOUR 

FIBRECOTE 

DECOCRETE 

 

CONCRETE ADMIXTURES 

ACTIVATOR 

SEALERS 

SOLVENT 

EPOXY 

URETHANE 

WATER BASED 

LOW ODOUR 

MATTING AGENTS 

TINTED SEALERS 

DENSIFIERS 

SILICONE BASED 

 

STAMPED CONCRETE MATS 

SEAMLESS 

TIMBER 

SLEEPER 

STONE & BLOCK PATTERNS 

STENCILS 

 

ADDITIVES 

WATERPROOFING 

PLASTICIZING AGENTS 

FIBRES 

ACCELERATORS 

HARDENERS 

EFFLORESCENCE CONTROL AGENTS 

ANTISLIP ADDITIVES 

GLASS GRIT 

SLIP REDUCER 

CONCRETE TOOLS 

TROWELS 

SCREEDS 

FLOATS 

BROOMS 

ROLLERS 

CONFORM BOXING 

SAFETY NETS 

ELECTRIC & PUMP SPRAYERS 

GRINDING AND CUTTING DISCS 

 

EQUIPMENT HIRE 

GRINDER 

VACUUM 

 

SAFETY GEAR 

HI VIZ VESTS AND JACKETS 

SAFETY BOOTS 

GLASSES 
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Permacolour Deco Crete is a cost  effective, slow drying, coloured texturing and shaping system for the artistic creation 

of a variety of finishes, to stimulate rock, stone, brickwork etc. and can also be carved into three dimensional designs 

on buildings and landscape settings. Suitable for internal and external applications on both vertical and horizontal  

surfaces. 
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Description  

Permacolour Deco Crete is a coloured cement based  

material specifically formulated to be plastered to  

excessive thicknesses, without sliding or shrinking and 

sets rock hard. Slow setting properties allow for the  

artistic  manipulation of the material in situ. 

 

Purpose  

Permacolour Deco Crete is a cost  effective, slow drying, 

coloured texturing and shaping system for the artistic  

creation of a variety of finishes, to stimulate rock, stone, 

brickwork etc. and can also be carved into three  

dimensional designs on buildings and landscape settings. 

 

Types 

One type only, but can be used in conjunction with  

Release Agent or Chemical Stain in contrasting colours to 

highlight, enhance colour or texture and create natural 

looking rock, stone and carved designs.  

    

Specifying  

Apply Permacolour Deco Crete in the method required to 

achieve the required effect; all in accordance with the 

manufacturers instructions.   

 

Suitable Surfaces 

• For internal and external use.  

• Good, clean masonry and fibrous cement surfaces 

• primed and/ or painted  Gib board.  

 

 Surface preparation 

All surfaces must be clean, hard and free from all loosely 

adhering particles and contaminants such as dirt, oil, dust 

etc.  Previously treated or painted surfaces must be  

prepared by applying a brush-on key coat, comprising of 1 

part activator, 1 part water and sufficient Deco Crete  

powder to produce a brush-able slurry.  This preparation 

coat to be left overnight to dry.  

Weather 

Do  not apply when rain or freezing conditions are  

expected within 8 hours of the application. Optimum  

temperature is between 5 degrees and  30 degrees. Hot, 

dry, windy  conditions can result in premature drying,  

resulting in reduced workability time.  

Mixing 

 

Use clean water only to bring the material to a stiff paste 

with little or no slump. Allow to stand for 3 minutes and 

remix for a further minute.  

 

Application 

Application techniques are numerous and may include: 

Apply the mixed Deco Crete firmly with a steel trowel as a 

first coat. Further thickening applications can be done 

where required. Dab with a paint brush or sponge to shape. 

Latex texture mats can be used in conjunction with  

coloured release agents to imprint  the surface. When the 

material has reacted a biscuit-hard state, cut back, shape or 

carve using a sharp pointing trowel or spatula. Use carving 

tools to cutback and shape when doing three  

dimensional patterns and designs.   

 

Curing  

When application is to horizontal surfaces, cure by wetting with 

clean water on the day following the application to ensure  

hardness and durability. If coloured Release Agent has been 

used, the surface must be washed down after 72 hours.  

 

Sealing 

All surfaces to be clean and dry at time of sealing. Sealer 

choice is dependent on the desired finish but generally use 

Permacolour Stone Sheen for internal surfaces and  

Permacolour Concrete Sealer externally. 

  

Coverage 

20kg of Deco Crete will cover approx. 2m2 at 4mm thick.  
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Packaging 

20 kg paper bag.  

 

Shelf Life 

Stored off the floor in a dry shed in unopened containers for 

12 months.  

 

Colours  

Available in 6 standard colours,  plus a range of designer  

colours available subject to quantity required.  

 

Disclaimer 

Whilst any information contained herein is true, accurate 

and represents our best knowledge and experience,  

no warranty is given or implied with any recommendations 

made by us, our representatives or distributers, as the  

conditions of use and the competence of any labour  

involved in the application are beyond our control. 

As all Permacolours technical data sheets are updated on a  

regular basis, it is the users responsibility to obtain the most 

recent issue.  

 

Conditions of Sale 

The material is guaranteed to be of standard quality and to 

conform to our published specifications. Since we have no 

control over use and application of this material, nor the 

areas to which it is applied, we disclaim any and all  

responsibility or warranties, expressed or implied, in  

connection with it’s use, handling and storage or the  

results obtained; as well as any injury, damage of any  

nature whatsoever , resulting  from its uses.  
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BLACK 

BUBBLEGUM 

GLACIA 

IRONSIDE 

OATMEAL 

CHATEAU 

PULSE 

SEAWEED 

SERENGETI 

SILVERSAND 

WASABI 

DUNE 


